
Auto Steer Ready Kits 4/13/2020

Brand Series/Type Model # Kit # Market# Application Notes/Restrictions

Versatile (Buhler) Versatile MFWD Rebel only

260 EDXC-SR-Rebel-Versatile 914-0003-01 2015 and Newer

265 EDXC-SR-Rebel-Versatile 914-0003-01 Suspended Axle Prior to SN# 508924 only

275 EDXC-SR-Rebel-Versatile 914-0003-00

290 EDXC-SR-Rebel-Versatile 914-0003-01

295 EDXC-SR-Rebel-Versatile 914-0003-01

310 EDXC-SR-Rebel-Versatile 914-0003-01

315 EDXC-SR-Rebel-Versatile 914-0003-01

335 EDXC-SR-Rebel-Versatile 914-0003-01

360 EDXC-SR-Rebel-Versatile 914-0003-01

365 EDXC-SR-Rebel-Versatile 914-0003-01

Versatile 4WD Rebel only 

350 EDXC-SR-Rebel-Versatile 914-0003-01 2015 and Newer

375 EDXC-SR-Rebel-Versatile 914-0003-01

380 EDXC-SR-Rebel-Versatile 914-0003-01

400 EDXC-SR-Rebel-Versatile 914-0003-01

450 EDXC-SR-Rebel-Versatile 914-0003-01

450DT EDXC-SR-Rebel-Versatile 914-0003-01

460 EDXC-SR-Rebel-Versatile 914-0003-01

500 EDXC-SR-Rebel-Versatile 914-0003-01

500DT EDXC-SR-Rebel-Versatile 914-0003-01

520 EDXC-SR-Rebel-Versatile 914-0003-01

520DT EDXC-SR-Rebel-Versatile 914-0003-01

550 EDXC-SR-Rebel-Versatile 914-0003-01

550DT EDXC-SR-Rebel-Versatile 914-0003-01

570 EDXC-SR-Rebel-Versatile 914-0003-01

570DT EDXC-SR-Rebel-Versatile 914-0003-01

575 EDXC-SR-Rebel-Versatile 914-0003-01

575HHT EDXC-SR-Rebel-Versatile 914-0003-01

610 EDXC-SR-Rebel-Versatile 914-0003-01

610DT EDXC-SR-Rebel-Versatile 914-0003-01

Delta Track Creeper Rebel only 

450DTC EDXC-SR-Rebel-Versatile 914-0003-01 2015 and Newer

500DTC EDXC-SR-Rebel-Versatile 914-0003-01

Versatile MFWD Max or STX power cables added during order process

260 EDXC-SR-Versatile 911-8019-000 2015 and Newer

265 EDXC-SR-Versatile 911-8019-000 Suspended Axle Prior to SN# 508924 only

275 EDXC-SR-Versatile 911-8019-000

290 EDXC-SR-Versatile 911-8019-000

295 EDXC-SR-Versatile 911-8019-000

310 EDXC-SR-Versatile 911-8019-000

315 EDXC-SR-Versatile 911-8019-000

335 EDXC-SR-Versatile 911-8019-000

360 EDXC-SR-Versatile 911-8019-000

365 EDXC-SR-Versatile 911-8019-000

Versatile 4WD Max or STX power cables added during order process

350 EDXC-SR-Versatile 911-8019-000 2015 and Newer

375 EDXC-SR-Versatile 911-8019-000

380 EDXC-SR-Versatile 911-8019-000

400 EDXC-SR-Versatile 911-8019-000

450 EDXC-SR-Versatile 911-8019-000

450DT EDXC-SR-Versatile 911-8019-000

460 EDXC-SR-Versatile 911-8019-000

500 EDXC-SR-Versatile 911-8019-000

500DT EDXC-SR-Versatile 911-8019-000

520 EDXC-SR-Versatile 911-8019-000

520DT EDXC-SR-Versatile 911-8019-000

550 EDXC-SR-Versatile 911-8019-000

550DT EDXC-SR-Versatile 911-8019-000

570 EDXC-SR-Versatile 911-8019-000

570DT EDXC-SR-Versatile 911-8019-000

575 EDXC-SR-Versatile 911-8019-000

575HHT EDXC-SR-Versatile 911-8019-000

610 EDXC-SR-Versatile 911-8019-000

610DT EDXC-SR-Versatile 911-8019-000

Delta Track Creeper Max or STX power cables added during order process

450DTC EDXC-SR-Versatile 911-8019-000 2015 and Newer

500DTC EDXC-SR-Versatile 911-8019-000

550DTC EDXC-SR-Versatile 911-8019-000
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Brand Series/Type Model # Kit # Market# Application Notes/Restrictions

Case AccuGuide Puma Series

130 EDX-SR-CPUMA 911-8014-000 MFWD only

145 EDX-SR-CPUMA 911-8014-000 AccuGuide Ready Required

160 EDX-SR-CPUMA 911-8014-000

170 EDX-SR-CPUMA 911-8014-000

185 EDX-SR-CPUMA 911-8014-000

200 EDX-SR-CPUMA 911-8014-000

215 EDX-SR-CPUMA 911-8014-000

230 EDX-SR-CPUMA 911-8014-000

MX Magnum

180 EDX-SR-CMX 911-8005-000 MFWD only

190 EDX-SR-CMX 911-8005-000 AccuGuide Ready Required

210 EDX-SR-CMX 911-8005-000

215 EDX-SR-CMX 911-8005-000

225 EDX-SR-CMX 911-8005-000

230 EDX-SR-CMX 911-8005-000

235 EDX-SR-CMX 911-8005-000

245 EDX-SR-CMX 911-8005-000

255 EDX-SR-CMX 911-8005-000

260 EDX-SR-CMX 911-8005-000

275 EDX-SR-CMX 911-8005-000

285 EDX-SR-CMX 911-8005-000

290 EDX-SR-CMX 911-8005-000

305 EDX-SR-CMX 911-8005-000

315 EDX-SR-CMX 911-8005-000

335 EDX-SR-CMX 911-8005-000

340 EDX-SR-CMX 911-8005-000

STX

275 EDX-SR-CSTX 911-8000-000 AccuGuide Ready Required

280 EDX-SR-CSTX 911-8000-000 Machine must have the 19pin ITT valve connection located 

325 EDX-SR-CSTX 911-8000-000 on the bottom right rear corner of the cab. Figure 9

330 EDX-SR-CSTX 911-8000-000 2015 and older

335 EDX-SR-CSTX 911-8000-000

375 EDX-SR-CSTX 911-8000-000

380 EDX-SR-CSTX 911-8000-000

385 EDX-SR-CSTX 911-8000-000

425 EDX-SR-CSTX 911-8000-000

430 EDX-SR-CSTX 911-8000-000

435 EDX-SR-CSTX 911-8000-000

440 EDX-SR-CSTX 911-8000-000

450 EDX-SR-CSTX 911-8000-000

480 EDX-SR-CSTX 911-8000-000

485 EDX-SR-CSTX 911-8000-000

500 EDX-SR-CSTX 911-8000-000

530 EDX-SR-CSTX 911-8000-000

535 EDX-SR-CSTX 911-8000-000

Steiger

350 EDX-SR-CSTX2 911-8013-000 AccuGuide Ready Required

400 EDX-SR-CSTX2 911-8013-000 Machine must have the 4-pin deutsch connection located 

450 EDX-SR-CSTX2 911-8013-000 on the steering valve located behind the right side service

500 EDX-SR-CSTX2 911-8013-000 compartment.

550 EDX-SR-CSTX2 911-8013-000 2015 & older

600 EDX-SR-CSTX2 911-8013-000

Combines AccuGuide Ready Required

7120/8120/9120 EDX-SR-C8120 911-8010-000 Deluxe cab models only

7230/8230/9230 EDX-SR-C8120 911-8010-000

SPX Sprayers AccuGuide Ready Required

3230 EDX-SR-SPX4420 911-8012-000

3320 EDX-SR-SPX4420 911-8012-000

3330 EDX-SR-SPX4420 911-8012-000

4420 EDX-SR-SPX4420 911-8012-000

4430 EDX-SR-SPX4420 911-8012-000
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Challenger MT 700/800 Series track machines Must have a TMC and a ISOBUS connector on the back 

of the tractor

MT 745/745B/745C EDX-SR-CAMTT 911-8004-000

MT 755/755B/755C/755D/755E EDX-SR-CAMTT 911-8004-000

MT 765/765B/765C/765D/765E EDX-SR-CAMTT 911-8004-000

MT 775E EDX-SR-CAMTT 911-8004-000

MT 835/835B/835C EDX-SR-CAMTT 911-8004-000

MT 845/845B/845C/845E EDX-SR-CAMTT 911-8004-000

MT 855/855B/855C/855E EDX-SR-CAMTT 911-8004-000

MT 865/865B/865C/865E EDX-SR-CAMTT 911-8004-000

MT 875/875B/875C/875E EDX-SR-CAMTT 911-8004-000

MT 500/600 Series Must have this rooftop connector

MT 535D/545D/555D EDXC-SR-MF8600-2 911-8018-000

MT 565D/575D/585B EDXC-SR-MF8600-2 911-8018-000 2012-2017 only

MT 585D/595B/595D EDXC-SR-MF8600-2 911-8018-000 Datatronic 5 display not supported

MT 645D/645E EDXC-SR-MF8600-2 911-8018-000

MT 655D/655E EDXC-SR-MF8600-2 911-8018-000

MT 665D/665E EDXC-SR-MF8600-2 911-8018-000

MT 675D/675E EDXC-SR-MF8600-2 911-8018-000

MT 685D/685E EDXC-SR-MF8600-2 911-8018-000

John Deere 7030 Series Kit is for tractors with  standard axles, with out  flow meter MFWD only

AutoTrac Ready Required

7630 EDX-SR-JD8030 911-8001-000

7730 EDX-SR-JD8030 911-8001-000

7830 EDX-SR-JD8030 911-8001-000

7930 EDX-SR-JD8030 911-8001-000

8030 Series Kit is for tractors with  standard axles, with out  flow meter MFWD only

AutoTrac Ready Required

8130 EDX-SR-JD8030 911-8001-000

8230 EDX-SR-JD8030 911-8001-000

8330 EDX-SR-JD8030 911-8001-000

8430 EDX-SR-JD8030 911-8001-000

8530 EDX-SR-JD8030 911-8001-000

8030 Series FM Kit is for tractors  with  a hydraulic Flow meter MFWD only

AutoTrac Ready Required

8130 EDX-SR-JD8030FM 911-8002-000

8230 EDX-SR-JD8030FM 911-8002-000

8330 EDX-SR-JD8030FM 911-8002-000

8430 EDX-SR-JD8030FM 911-8002-000

8530 EDX-SR-JD8030FM 911-8002-000

8030 Series ILS Kit is for tractors with  ILS axles (Independent Link Suspension MFWD only

AutoTrac Ready Required

8130 EDX-SR-JD8030ILS 911-8003-000

8230 EDX-SR-JD8030ILS 911-8003-000

8330 EDX-SR-JD8030ILS 911-8003-000

8430 EDX-SR-JD8030ILS 911-8003-000

8530 EDX-SR-JD8030ILS 911-8003-000



Auto Steer Ready Kits 4/13/2020

Brand Series/Type Model # Kit # Market# Application Notes/Restrictions

8000R Series (non-ILS) Excludes ILS

Excludes models with 'Active Command Steering'

8225R EDX-SR-JD R Series 911-8007-000

8235R EDX-SR-JD R Series 911-8007-000 2011 & older

8245R EDX-SR-JD R Series 911-8007-000

8260R EDX-SR-JD R Series 911-8007-000

8270R EDX-SR-JD R Series 911-8007-000

8285R EDX-SR-JD R Series 911-8007-000

8295R EDX-SR-JD R Series 911-8007-000

8310R EDX-SR-JD R Series 911-8007-000

8320R EDX-SR-JD R Series 911-8007-000

8335R EDX-SR-JD R Series 911-8007-000

8345R EDX-SR-JD R Series 911-8007-000

8360R EDX-SR-JD R Series 911-8007-000

9030 Series AutoTrac Ready Required

9230 EDX-SR-JD9030 911-8006-000

9330 EDX-SR-JD9030 911-8006-000

9430 EDX-SR-JD9030 911-8006-000

9530 EDX-SR-JD9030 911-8006-000

9630 EDX-SR-JD9030 911-8006-000

Combines AutoTrac Ready Required

S550 EDX-SR-JD60STS 911-8009-000

S660/S670 EDX-SR-JD60STS 911-8009-000

9560STS/9570STS EDX-SR-JD60STS 911-8009-000

9650STS/9660STS/9670STS EDX-SR-JD60STS 911-8009-000

9750STS/9760STS/9770STS EDX-SR-JD60STS 911-8009-000

9860STS/9870STS EDX-SR-JD60STS 911-8009-000

Machine must have PVE controller on the PVE valve in front 

of the cab near the bottom right edge of plastic shield (see 

picture to right)
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Massey Ferguson 6000/7000/8000 Series Must have this rooftop connector

6614/6615/6616 EDXC-SR-MF8600-2 911-8018-000

7140/7150 EDXC-SR-MF8600-2 911-8018-000 2012-2017 only

7170/7180 EDXC-SR-MF8600-2 911-8018-000 Datatronic 5 display not supported

7465 EDXC-SR-MF8600-2 911-8018-000

7475/7480/7485/7490/7495 EDXC-SR-MF8600-2 911-8018-000

7497 EDXC-SR-MF8600-2 911-8018-000

7499 EDXC-SR-MF8600-2 911-8018-000

7614/7615/7616 EDXC-SR-MF8600-2 911-8018-000

7618/7619/7620 EDXC-SR-MF8600-2 911-8018-000

7622/7624/7626 EDXC-SR-MF8600-2 911-8018-000

7714/7715/7716 EDXC-SR-MF8600-2 911-8018-000

7718/7719/7720 EDXC-SR-MF8600-2 911-8018-000

7722/7724/7726 EDXC-SR-MF8600-2 911-8018-000

8650/8660/8670/8680/8690 EDXC-SR-MF8600-2 911-8018-000

8727 EDXC-SR-MF8600-2 911-8018-000

8730/8732 EDXC-SR-MF8600-2 911-8018-000

8735/8737 EDXC-SR-MF8600-2 911-8018-000

New Holland T8000 Series

T8010 EDX-SR-CMX 911-8005-000 MFWD only

T8020 EDX-SR-CMX 911-8005-000 AccuGuide Ready Required

T8030 EDX-SR-CMX 911-8005-000

T8040 EDX-SR-CMX 911-8005-000

T8050 EDX-SR-CMX 911-8005-000

T8.xxx Series

T8.275 EDX-SR-CMX 911-8005-000 MFWD only

T8.300 EDX-SR-CMX 911-8005-000 AccuGuide Ready Required

T8.330 EDX-SR-CMX 911-8005-000

T8.360 EDX-SR-CMX 911-8005-000

T8.390 EDX-SR-CMX 911-8005-000

T9000 Series

T9020 EDX-SR-CSTX 911-8000-000

T9030 EDX-SR-CSTX 911-8000-000 AccuGuide Ready Required

T9040 EDX-SR-CSTX 911-8000-000

T9050 EDX-SR-CSTX 911-8000-000

T9060 EDX-SR-CSTX 911-8000-000

T9.xxx Series

T9.390 EDX-SR-CSTX2 911-8013-000 AccuGuide Ready Required

T9.450 EDX-SR-CSTX2 911-8013-000

T9.505 EDX-SR-CSTX2 911-8013-000

T9.560 EDX-SR-CSTX2 911-8013-000

T9.615 EDX-SR-CSTX2 911-8013-000 2015 and older

T9.670 EDX-SR-CSTX2 911-8013-000

TJ Series

275 EDX-SR-CSTX 911-8000-000

280 EDX-SR-CSTX 911-8000-000

325 EDX-SR-CSTX 911-8000-000 Accusteer option is not compatible with eDrive.

330 EDX-SR-CSTX 911-8000-000

375 EDX-SR-CSTX 911-8000-000

380 EDX-SR-CSTX 911-8000-000

425 EDX-SR-CSTX 911-8000-000

430 EDX-SR-CSTX 911-8000-000

450 EDX-SR-CSTX 911-8000-000

480 EDX-SR-CSTX 911-8000-000

500 EDX-SR-CSTX 911-8000-000

530 EDX-SR-CSTX 911-8000-000

Combines AccuGuide Ready Required

CR940/CR960/CR970 EDX-SR-C8120 911-8010-000

CR9040/CR9060 EDX-SR-C8120 911-8010-000

CR9070/CR9080 EDX-SR-C8120 911-8010-000

Machine must have the 4-pin deutsch connection located on 

the steering valve located behind the right side service 

compartment. (Figure 11)

Machine must have the 19pin ITT valve connection located on 

the bottom right rear corner of the cab. Figure 10

Machine must have the 19pin ITT valve connection located on 

the bottom right rear corner of the cab. Figure 10


